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Task Hazard Analysis
Installing a Protective Tube

	NAT: NATURAL RESOURCES

	Forestry

	task
	Installing a Protective Tube

	hazards
	Potential Hazards
	Possible Consequences

	Physical
	· lifting and handling loads if carrying lots of tubes
· repetitive motion
· sharp edges
	· musculoskeletal injuries

· lacerations
· puncture wounds

	Chemical
	· n/a
	· n/a

	Biological
	· allergens
· bacteria/viruses

· blood

· body fluids
	· asthma or other allergy symptoms
· illness

	Ergonomic
	· poor or awkward posture during placement

· repetitive movement
	· musculoskeletal injuries

	Psychological
	· fatigue

· stress
	· inattentiveness

	Pre-operational Safety Checks

	· Inspect the work area for hazards. 
· Inspect tools, equipment, and materials for damage and other hazards.

· Inspect PPE and replace if required.

· Report any hazards.

	Safe Work Procedure
	Cautions

	1. Put on required PPE.


2. Secure loose clothing, and tie back long hair. Remove jewellery.
3. Use tools and equipment under competent supervision.

4. Follow the manufacturer’s instructions.


5. Follow the school safety policy.

6. When installing protective tubing over the seedling, bend at the knees, keeping abdominal muscles tight and hips in a neutral position.


7. Install protective tubing over the seedling with straight wrists, and push directly down approximately 5 cm (2 in). 
8. Put away all tools, equipment, and materials in their proper storage areas.
9. Keep your work area clean as you work and make sure to clean up when you are done.


10. Establish handwashing practices.
	· n/a

	REPORT ANY HAZARDOUS SITUATION IMMEDIATELY!

If an emergency occurs while completing any task or the tool or equipment malfunctions, shut off the power immediately, follow the lock-out procedure, and get help.
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