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Task Hazard Analysis
Using Block Out (Print Screening Chemical)

	MDC: media, design & communication Arts 

	Communications Technology

	task
	Using Block Out (Print Screening Chemical)

	hazards
	Potential Hazards
	Possible Consequences

	Physical
	· n/a
	· n/a

	Chemical
	· splashes
· fumes
	· eye irritation

· skin irritation

	Biological
	· n/a
	· n/a

	Ergonomic
	· n/a
	· n/a

	Psychological
	· fatigue
· stress
	· inattentiveness

	Pre-operational Safety Checks

	· Inspect the work area for hazards.

· Inspect tools, equipment, and materials for damage and other hazards.

· Inspect required PPE and replace if required.

· Review WHMIS workplace labels.

· Report any hazards.

· Inspect the ventilation system before using the chemical.

	Safe Work Procedure
	Cautions

	1. Put on required PPE. Use eye and hand protection. Avoid contact with eyes or direct contact with skin.
2. Follow the manufacturer’s instructions.
3. Follow the school safety policy.

4. Put away all tools, equipment, and materials in their proper storage areas. 

5. Clean the work area. Wipe up any spills immediately.
6. Establish handwashing practices. Wash skin with soap and water after handling.
	· Store block out in appropriate designated cabinet.

· Situate emergency eyewash station close to print screening area.



	REPORT ANY HAZARDOUS SITUATION IMMEDIATELY!

If an emergency occurs while completing any task or the tool or equipment malfunctions, shut off the power immediately, follow the lock-out procedure, and get help.
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