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Task Hazard Analysis
Using a Lighter

	NAT: NATURAL RESOURCES

	Wildlife

	task
	Using a Lighter

	hazards
	Potential Hazards
	Possible Consequences

	Physical
	· fire and explosion 

· heat

· moving parts 

· repetitive motion
	· abrasions
· pinching

· burns

	Chemical
	· compressed, flammable butane
	· skin irritation

· lung damage

· headache

· dizziness

· loss of consciousness

· frostbite

· drowsiness

· asphyxia

	Biological
	· bacteria/viruses
· blood

· body fluids
	· illness

	Ergonomic
	· repetitive motion
	· bodily injury

	Psychological
	· fatigue

· stress
	· inattentiveness

	Pre-operational Safety Checks

	· Inspect the work area for hazards. 

· Inspect tools, equipment, and materials for damage and other hazards.

· Report any hazards.

	Safe Work Procedure
	Cautions

	1. Read and follow the manufacturer’s instructions.

2. Follow the school safety policy.

3. Hold the lighter in the dominant hand.

4. Be sure the red button (the cam rivet plate) is facing away from the user.

5. Place thumb on top of the metal grinder, slightly towards the red button.

6. Push thumb straight down and back towards the red button.

7. Put away all tools, equipment, and materials in their proper storage areas. 

8. Clean the work area. 

9. Establish handwashing practices.
	· n/a

	REPORT ANY HAZARDOUS SITUATION IMMEDIATELY!

If an emergency occurs while completing any task or the tool or equipment malfunctions, shut off the power immediately, follow the lock-out procedure, and get help.
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